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Dziekujemy za zakup 2-kanatowego bezprzewodowego systemu mikrofonowego AZUSA. Przed
rozpoczeciem uzytkowania doktadnie przeczytaj niniejszg instrukcje. AZUSA PLL-200 skfada sie z 2
niezaleznych modutéw odbiornika z 100 czestotliwosciami UHF. Zestaw przeznaczony jest do
zastosowania na scenach, salach konferencyjnych, szkotach, kosciotach i wielu innych miejscach. Aby
uzyskac system gotowy do pracy w ciggu kilku minut, nalezy wykonac kilka prostych krokéw z niniejszej
instrukgiji.

Odbiornik UHF PLL-200
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® Uchwyt mocujacy

®@ Wiacznik zasilania

® Modut odbiornika UHF

® Gniazdo zasilania: 12V DC/ 1,000 mA
® Antena

® Kontrola czutosci oraz squelch
®2-modutowe wyjscie audio bez balansu
Wyjécie z balansem
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Modut odbiornika UHF: Cechy i wskazniki

I. Przedni panel
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@ ACT(Automatic Channel Targeting) okno komunikacji.

® Regulacja gtosnosci.

® Wyswietlacz LCD pokazuje czestotliwos¢ / kanat, sygnat RF, sygnat audio, squelch.

@®®® Klawisze funkcyjne: Nacisnij klawisz i przytrzymaj przez 2-3 sekundy. Nacinij “«” lub “»” aby
wybra¢ funkcje, po dokonaniu wyboru (czestotliwo$¢ /kanat/squelch) nacisnij ,SET” aby potwierdzic¢.
@ Wiacznik zasilania: Nacisnij klawisz i przytrzymaj przez 2-3 sekundy. Wyswietlacz LCD powinien sig
wigczyé/wytaczyce.

Kontrola squelch oraz kontrola czutosci stuzg do zapewnienia optymalnego dziatania w wiekszosci
zastosowan. Kierunek przeciwny do ruchu wskazéwek zegara zmniejsza zakres operacyjny.

Il. Ustawienia modutu odbiornika.

1. Upewnij sie, ze nadajnik jest wytaczony przed witgczeniem odbiornika. Nacisnij przycisk zasilania
odbiornika, wyswietlacz LCD zostanie wtaczony. Nastepnie nacisnij “<«” lub “»” aby wybra¢ funkcje i
kanat, nacisnij ,SET” aby potwierdzi¢. Sprawdz moc sygnatu RF i AF gdy sygnat transmisji staje sie zbyt
gtosny lub staby. Nastepnie nacisnij “<” lub “»” aby wybra¢ czystszy kanat, nacisnij przycisk ,SET” aby
potwierdzic.

2. Nacisnij i przytrzymaj przycisk zasilania przez 3 sekundy, aby wytgczy¢ odbiornik.

lll. Dziatania na wyswietlaczu LCD

®
®




®Wskazniki RF: wskazuje site czestotliwosci radiowej sygnatu.
®Wskazniki AF: wskazuje site sygnatu audio

®Kiedy LCD wskazuje FREQU, jest to aktualna czestotliwos$¢ pracy.
@Kiedy LCD wskazuje CHANNL, jest to aktualny kanat pracy.
®6-segmentowy wyswietlacz: czestotliwos¢, kanat i menu.

®Znak ,MUTE” wskazuje, ze sygnat radiowy nie jest odbierany.

Nacisnij i przytrzymaj przycisk “SET” aby wybra¢ i potwierdzi¢. Naci$nij “<«” lub “»” aby
zmieni¢ aktualng czestotliwos¢ lub kanat a nastepnie “SET” aby potwierdzi¢. Uzyj ponownie przycisku
“SET” aby potwierdzi¢ status pracy nadajnika. Nacisnij i przytrzymaj “<«” lub “»” aby szybko przewing¢ w
przod/tyt.

Wyswietlacz LCD odbiornika

A. Menu gtéwne

Nacisnij przycisk “SET*, na wyswietlaczu ukaze sie:

Po 2-3 sekundach, wyswietli sie jeden z dwdch ponizszych obrazéw: zalezy to od ostatniego statusu
urzgdzenia przed jego wytgczeniem
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Mozesz wybra¢ CHANNL lub FREQU naciskajac przycisk “<«” lub “»". Po wybraniu CHANNL
wyswietlone zostang cyfry 0-99, natomiast po wybraniu FREQU wyswietlone zostang czestotliwosci.

Po dokonaniu wyboru, nacisnij przycisk “SET” aby potwierdzi¢, jezeli nie nacisniesz przycisku ,SET”

odbiornik powréci do poprzedniego statusu pracy. Wyswietlacz LCD miga gdy status nie jest
potwierdzony. Jezeli naci$niesz ,SET” aby potwierdzi¢, ekran przestanie migac¢.
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B. Ustawienie kanatu.
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Nacisnij przycisk “SET” przez 2-3 sekundy, na wyswietlaczu pojawi sie CH 001. Nacisnij “«” lub “»” aby
zmieni¢ biezacy kanat. Nacisnij przycisk “SET” aby potwierdzi¢, w przypadku braku potwierdzenia
przyciskiem ,SET” odbiornik powréci do ostatniego kanatu po trzech mignieciach wskaznika.

C. Ustawienie czestotliwosci.

( 5 10 15 20 25 80 35 40 ;
'RF N N N . ]
CAF N DN . |
3 -30 -25 -20 5 -0 -5 0 PEAK |
LN Wi/ Wi/ W W iaf W o/ PO
1 oL zo

Nacisnij przycisk “SET” przez 2-3 sekundy, na wyswietlaczu pojawi sie czestotliwosé (np. 798.000 jak na
obrazku powyzej). Nacisnij “<«” lub “»” aby zmieni¢ biezacq czestotliwosé pracy. Nacisnij przycisk “SET”
aby potwierdzi¢, w przypadku braku potwierdzenia przyciskiem ,SET” odbiornik powréci do ostatniej
czestotliwosci po trzech mignieciach wskaznika.

D. Ustawienia czutosci odbiornika.

Kierunek przeciwny do ruchu wskazéwek zegara zmniejsza zakres operacyjny.

E. Blokada systemu

Nacisnij przycisk “SET” przez 2-3 sekundy, na wyswietlaczu pojawi sie:
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Po 2-3 sekundach, na wyswietlaczu ukaze sie jedna z ponizszych informaciji:
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Wyswietlana informacja zalezy od ostatniego statusu urzadzenia. Jezeli na wyswietlaczu LCD
wyswietlana jest informacja ,LOC ON”, nie mozesz nic zmienia¢ w systemie, nie mozesz nawet wytgczy¢
urzgdzenia. Wprowadzenie zmian jest mozliwe wytgcznie w przypadku, gdy na wyswietlaczu jest
informacja ,LOC OFF”.

Jezeli urzadzenie jest w trybie ,LOCK ON”, nacisnij przycisk “SET” przez 2-3 sekundy, nastepnie nacisnij
“<” |lub “»” aby przejsc na ,LOC OFF”. Nastepnie naci$nij przycisk “SET” aby potwierdzi¢ zmiane, w
przeciwnym wypadku system powrdci do poprzedniego stanu.

NEE

® Metalowa ostona: chroni przed uszkodzeniem i jednoczesnie redukuje dzwigk oddechu oraz szum
wiatru.

@ Wyswietlacz LCD: Wskaznik kanatu i poziomu natadowania baterii.

® IR port podczerwieni

® Wigcznik

® RF wybor poziomu mocy wyjsciowej : Wysoka (Hi) lub niska (Lo)

® Blokada: Po ustawieniu blokady nie jest mozliwe wprowadzanie zadnych zmian.

® Poziom wzmocnienia audio: Wysoki / niski

Pojemnik na baterie: rekomendowane baterie Ni-MH AA x 2 lub akumulatorki AA.

© Port tadowania, umie$¢ mikrofon w fadowarce UCH-09 gdy na wyswietlaczu LCD jest informacja o
niskim stanie natadowania baterii. tadowarka UCH-09 moze tadowac jednoczes$nie 2 mikrofony.
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Obstuga mikrofonu

Wyswietlacz mikrofonu @
|

®6-znakowy wyswietlacz kanatu
@ 8-znakowy wskaznik natadowania baterii

Komunikacja mikrofon - odbiornik.
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ACT stuzy do automatycznego ustawienia kanatu pomiedzy nadajnikiem a odbiornikiem.
IR
Wiacz zaréwno nadajnik jak i odbiornik, umies¢ okno IR O transmiteraw odlegtosci mniejszej niz
30 cali od odbiornika, nastepnie nacisnij przycisk ,SET” na odbiorniku, na wyswietlaczu pojawi sie |nformaqa
,0znacza to przekazywanie czestotliwosci do nadajnika, w momencie pojawienia SIQ

|nformacl| i CHIn zestawienie potfaczenia nie powiodto sig i musisz wykonac¢ powigzanie od nowa.
Powtdrzenie procedury; szybkie powtdrzenie powigzania urzagdzen.
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Ustawienia nadajnika: funkcje i wskazniki

Widok z gory: Widok z dotu:
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® Wejscie audio

@ Wiacznik: Kiedy wiacznik jest w pozycji ,ON”, wyswietlacz LED mignie raz, oznaczajgc dobry stopien
natadowania baterii. Jezeli wyswietlacz pozostaje caty czas wigczony lub nie wiacza sie wogdle, oznacza to
niski stopien natadowania baterii lub ztg polaryzacje baterii.

® Wskaznik roztadowania baterii

@®Antena

® Wyswietlacz LCD: wskazuje kanati poziom natadowania baterii.

® IR port podczerwieni oraz przetacznik wyjscia mocy RF hi/low.

@ Pojemnik baterii: rekomendowane baterie Ni-MH AAx 2 lub akumulatorki AA

Port tadowania, umie$¢ nadajnik w tadowarce UCH-09 gdy na wyswietlaczu LCD jest informacja o niskim
stanie natadowania baterii. tadowarka UCH-09 moze tadowac jednoczes$nie 2 mikrofony.
®Kontrola gtosnosci

((((//FIZUSFI : —



ACT stuzy do automatycznego ustawienia kanatu pomiedzy nadajnikiem a odbiornikiem.
IR

W’chz zaréwno nadajnikjak i odbiornik umies$c okno IR O transmitera w odleg’fos'ci mniejszej niz

|nformaCJ| 2 £ zestawienie potgczenia nie powiodto sie i musisz wykonac powigzanie od nowa.
Powtdrzenie procedury; szybkie powtdrzenie powigzania urzagdzen.

Uzyskanie najlepszej wydajnosci

Jezeli uzywasz jednego zestawu mikrofonowego, nastepujace kanaty sg zalecane w celu unikniecia
zakiocen:

A 1/51 27177 8/58 34/84 15/65
B 26/76 7/57 33/83 14/64 40/90
C 6/56 32/82 13/63 39/89 20/70
E 11/61 37/87 18/68 44/94 25/75
F 36/86 7167 43/93 24/74 50/100
G 16/66 42/92 23/93 49/99 5/55

H 41/91 2272 48/98 4/54 30/80

I 2771 47197 3/53 29/79 10/60
J 46/96 2/52 28/78 9/59 35/85

Jezeli uzywasz wiecej niz jednego zestawu PLL200, nalezy ustawi¢ odbiorniki w odlegtosci przynajmniej
20cm od siebie. Dla lepszej wydajnosci mozesz uzy¢ kanatéw, ktére nie zakiocajg sie nawzajem jak:
4,10,28,45,57,75,78,97 , oznacza to 4 zestawy pracujgce jednoczesnie.
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Rozwigzywanie probleméw:

Pewne problemy iich rozwigzania zamieszczono w tabeli ponize;.

Problem

Rozwiazanie

Wyswietlacz LCD nie dziata

Sprawdz poprawnos¢ potaczenia pomigdzy
odbiornikiem a zasilaczem.

Brak sygnatu RF na odbiorniku.

Sprawdz poprawnos$¢ kanatu/czestotliwosci
zaréwno odbiornika jak i nadajnika.

Brak sygnatu AF na odbiorniku.

Sprawdz podtgczenie kabla audio.

Hatas z odbiornika gdy nadajnik jest wytgczony.

Zmien czestotliwo$¢ / kanat i zmniejsz czuto$¢
odbiornika.

Znieksztatcony sygnat audio

Zmniejsz wzmocnienie nadajnika i zmniejsz
wyjscie audio na odbiorniku

Maty dystans operacyjny i gubienie sygnatu RF

Przetacz moc wyjscia nadajnika na wysoka (Hi) i
ustaw wiekszg czuto$¢ odbiornika lub zmien
czestotliwos¢ / kanat. Sprobuj ustawi¢ inny kanat
i ponownie przetestowac dziatanie.

Specyfikacja systemu

Zakres czestotliwosci: zakres UHF 740-765MHz
Typ modulacji: PLL

Pasmo: 256MHz

Kanaty: 100 przedziat kanatéw 25 Khz
Stabilnos¢: +/-0.0005%

Dynamika: 100dB

Maksymalne odchylenie: +/-80 Khz

Pasmo przenoszenia: 100Hz-15 KHz+/-3dB
S/N: >105dB

Znieksztatcenie: <0.5%

Temperatura pracy -10°C~ 40°C

T.H.D: <0.5% (przy odchyleniu 10KHz)
Zasilanie: DC 12~15V

Wyijscie audio: Z balansem i bez balansu

Wyswietlacz LCD: taczny czas pracy baterii po wymianie, czestotliwo$¢, poziom sygnatu wejsciowego
RF, poziom sygnatu AF, stan natadowania baterii, wskaznik odbioru sygnatu RF, informacje o kanale

bezprzewodowym.
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Specyfikacja odbiornika

Tryb odbioru: PLL

Typ anteny: BNC 50 Ohms
Czutos¢: 12dBuV (80dBS/N)
Zakres czutosci: 12-32 dBpV
Wyjscie audio (max): +10dBV
Wyjscie RF: Hi: 30mW: LO: 3mW
Zasilanie: 2 baterie AA

Poland

Prawidfowe usuwanie produktu
(zuzyty sprzet elektryczny i elektroniczny)

2 CE1770

Oznaczenie umieszczone na produkcie lub w odnoszacych si¢ do niego tekstach wskazuje, ze po
uptywie okresu uzytkowania nie nalezy usuwac z innymi odpadami pochodzacymi z gospodarstw
domowych. Aby unikng¢ szkodliwego wptywu na $rodowisko naturalne i zdrowie ludzi wskutek
niekontrolowanego usuwania odpaddw, prosimy o oddzielenie produktu od innego typu odpadéw oraz
odpowiedzialny recykling w celu promowania ponownego uzycia zasobéw materialnych jako statej
praktyki.

W celu uzyskania informacji na temat miejsca i sposobu bezpiecznego dla srodowiska recyklingu tego
produktu uzytkownicy w gospodarstwach domowych powinni skontaktowaé si¢ z punktem sprzedazy
detalicznej, w ktérym dokonali zakupu produkt, lub z organem wtadz lokalnych

Uzytkownicy w firmach powinni skontaktowac sie ze swoim dostawcai sprawdzi¢ warunki umowy zakupu.
Produkt nie nalezy usuwaé razem z innymi odpadami komercyjnymi.

Wyprodukowano w CHRL dla LECHPOL Zbigniew Leszek, Mietne ul..Garwolinska 1 08-400 Garwolin.
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Thank you for purchasing AZUSA 2-channel wireless Microphone system. Before set up the system, read
the manual carefully to understand each part of the system.

The AZUSA PLL-200 wireless microphone system consists of 2 sets independent UHF receiver module
with 100 frequencies. It is designed for stage, conference room, school, church and many other
applications. To get your system up and running in just a few minutes, please follow the simple
instructions in this manual. For more information, refer to the sections of this manual that applies to your
needs.

UHF PLL-200 Receiver

View of Front Panel

I/ 0, o
MODEL: PLL200 \(Z
PLL WIRELESS RECEIVER E\—f

View of Back Panel
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® Rack mountable bracket

® Power switch

® UHF receiver module

® Power jack: 12V DC/ 1,000 mA

® Antenna Audio

® Squelch and sensitivity controls

®2-module unbalanced shared/mixed audio output jack
Balanced Output
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UHF Receiver Module: Features & Indicators

I. View of Front Panel

® // 4 \_ ®
@~ -vo+ ~
\ N ®
® O
®ACT (Automatic Channel Targeting) communication window. To make the easiest and fastest channel
set up (pairing) between the transmitter and the receiver.
@Volume control knob.
®LCD display shows frequency / channel, RF signals, Audio signal
Strength, squelch.
@®®Function keys : Press the key and hold for 2-3 seconds, then
the key is selected, Press “<«” or “»” to select function, after the
Function (frequency /channel/squelch) is selected; press the SET key again to confirm it.
@Power switch: Press power key for 2-3 seconds. The LCD display should light up or power off.

Squelch and sensitivity controls clockwise positions are to provide optimal operation in most applications.
Counter-clockwise Position will decrease operating range.

1l. Operation Each Receiver Module

1. Make sure that the transmitter is powered off before turning the

receiver' s power on. Press the receiver power key, the LCD will glow and turn on. Then press “<«” or “»”
to choose function and channel, press SET key to confirm the set. Check RF and AF signal strength when
the transmitter signal becomes noisy, weak or fails. Then press “«” or “»” to choose a clearer channel,
press SET key to confirm.

2. Press and hold the power key for 3 seconds to turn the receiver
Off.

1ll. Operation of the LCD display
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®OREF bar indicators: 8-bar indicates the strength of radio frequency signal.
®@AF bar indicators: 8-bar indicates the strength of audio signal
®When the LCD shows FREQU, it is the current working frequency
@When the LCD shows CHANNL, it is the current working channel.
®6-segment shows: frequency, channel and menu.
®Mute sign shows that no RF signal is received.
Press and hold “SET” key to choose or confirm. Press “«” or “»” key to change current
frequency or channel then press “SET” key again to confirm it. Use “SET” key to confirm transmitter
working status. Press and hold the “<«” or “»” for a fast forward or backward.

When the strength sign shows and the frequency is the same as shown on the transmitter, it
means the pairing is done successfully.

Receiver LCD Display

A. Main Menu

Press “SET" key, the picture below will present on display first
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After 2-3 seconds, one of two pictures below will present: it depends on last status before turning the

system off. The CPU of receiver remembers last status LCD displays what stored last time when the CPU

was shut off.
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You can select CHANNL or FREQU when press “<«” or “»"key. It shows 0-99 digits when choose
CHANNL; it shows real carrier frequency when you choose FREQU.

After your choice , Press “SET” key to confirm it , if you do not press SET to confirm it, the receiver will

return to last status to work. The LCD will blink if no confirmation is made; this is to invite a confirmation.

you press SET key to confirm it, the LCD will stay firm.
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B. How to adjust channel
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(The LCD will display one of the above depends on last status)

Press “SET” key for 2-3 seconds, LCD will present, CH 001. Press “<«” or “»” key to change current
channel. Press “SET” key to confirm, but the receiver will return to last channel to work after indicator
flashes 2-3 seconds if not press “SET” key.

C. How to adjust frequency
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Press “SET” key for 2-3 seconds; LCD will present a number like 798.000. Press “«” or “»” key to
change current working frequency, Press “SET” key to confirm, but the receiver will return to last state to
work after indicator flash 2-3 seconds if not to press “SET” key.

D. How to adjust sensitivity of receiver

Clockwise positions are to provide optimal operation in most applications. Counter-clockwise Position will
decrease operating range.

E. System lock operation

Press “SET” key for 2-3 seconds, LCD will present as the following diagram.
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After 2-3 seconds, LCD will change to one of the following diagrams.
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It depends on the last status when LCD was turned off to see what it will show now.

If the LCD shows LOC ON, you can do nothing on the system, even you cannot power off the system.
Only when it shows LOC OFF, you can make changes.

If it is in LOCK ON mode, press “SET” key for 2-3 seconds, then press “«” or “»” key to set to LOC OFF.
You can change function at LOC OFF status. Press “SET” key to confirm it after changing function,
otherwise receiver CPU keeps last status.

Handheld transmitter controls: Features and Indicators

® -

(®Metal windscreen: Hexagonal-shaped to protect the microphone cartridge from being damaged,
reducing breath sounds and wind noise.

@LCD display: Indicates channel and remaining battery level.

®IR receiver window

@Power key

®REF output power level selector: High (Hi) or Low (Lo)

®Lock On/Off switch: If it is set to lock, you cannot change anything from the keys.

@Audio receiver gain selector: High / Low

(®Battery compartment: recommend Ni-MH AA batteries X 2 or AA rechargeable batteries.

®Charger port put handheld microphone to UCH-09 charger to
charge when LCD indicates low battery in handheld microphone
The UCH-09 charger can work two microphones at same time
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Operating the handheld microphone

The display of handheld transmitter @
I

S
.J

L )
5 Lo

®6-Letter display channel only
@ 8-Barremaining battery level

How to use ACT to pair the transmitter and receiver
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ACT is a short for Automatic Channel Targeting. To make the easiest and fastest channel set up
between the transmitter and receiver.

Turn both receiver and transmitter on, getthetransm|tter IR O window close to the receiver within

30inches, press the SET key on the receiver, the S|gn W L

" 17 will show on the LCD, itis transmitting the

- o

frequency info to the transmitter, as soon as the sign ' ' shows on the LCD, the pairing is completed

and the frequency is set by the system. When the sign Lip fum shows, it means the pairing failed and you
have to do itagain as above stated. Repeat the procedure; you will get the pairing done quickly.
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Body-Pack transmitter controls: Features and Indicators

Top view: Bottom view:

.l
()

i

o
°

~——

®Audio Input Jack
®@Power switch: When the power switch is turned to ON position, the LED light will flash once, indicating it has

a good amount of battery power; if the LED stays on or dose not glow at all, the battery has low voltage or
battery is set on awrong polarity.

®Low battery Indicator

@®Antenna

®LCD Display: shows channel and battery level.

®IR receiver window and switch RF output hi/low power.

@®Battery compartment : Recommend Ni-MH AAbatteriesx2 or AAX2 rechargeable batteries

® Charger port: put body-pack microphone to UCH-09 Charger to charge when LCD shows low battery in
body pack LCD. The UCH-09 charger can work with two microphones at the same time.
®Volume control: To adjust the sound level of body pack transmitter
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How to use ACT to pair the body pack and the receiver

ACT is a short for Automatic Channel Targeting. To make the easiest and fastest channel set up between the

transmitter and receiver.
IR

Turn both receiver and transmitter on, get the transmitter IR © window close to the receiver within 30 inches,

press the SET key on the receiver, the sign
info to the transmitter, as soon as the sign |/

frequency is set by the system. When the sign | - 1I% shows, it means the pairing failed and you have to
doitagain as above stated. Repeat the procedure, you will get the pairing done quickly.

How to get the best performance

If you are using one set of the PLL200, the following channels are recommended to avoid interference among
the receiver modules as follows;

A 1/51 27177 8/58 34/84 15/65
B 26/76 7/57 33/83 14/64 40/90
C 6/56 32/82 13/63 39/89 20/70
E 11/61 37/87 18/68 44/94 25/75
F 36/86 7/67 43/93 24/74 50/100
G 16/66 42/92 23/93 49/99 5/55

H 41/91 2272 48/98 4/54 30/80

| 2771 47197 3/53 29/79 10/60
J 46/96 2/52 28/78 9/59 35/85

If you are using more than one set of the PLL200, it is better to have the two receiver sets apart from each
other, atleast 20 cm (10 inches), and the following two systems into the following channels will be suggested
to set before use. Or you can try to use another channels for best performance no interfered such CH
4,10,28,45,57,75,78, 97 means 4 sets work together
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Trouble shooting:

Some problems and their solutions are identified in the table below.

Problem Solution

LCD not glowing Check for proper connection between
power adaptor and receiver

No RF signal on receiver Check both transmitter and receiver
channel/frequency correction

No AF signal on receiver Check microphone audio cable connected body-
pack, make sure output cable from receiver is
connected

Noise from receiver when transmitter is off Change frequency / channel, and lower

sensitivity on receiver

Audio signal distorted Decrease audio gain in transmitter and
lower audio output in receiver

Short performance distance and drop RF signal Switch transmitter output power in hi position and
set more sensitivity in receiver or channel
frequency/channel

Try to set up another pair of channel to test.

System Specifications

Frequency Range: UHF range 740-765MHz
Modulation Mode: PLL

Bandwidth: 25MHz

Channel: 100 Channel interval 25 KHz

Stability: +/-0.0005%

Dynamic Range: 100dB

Max Deviation: +/-80 KHz

Frequency Response: 100Hz-15 KHz+/-3dB

S/N: >105dB

Distortion: <0.5%

Operation temperature -10°C~ 40°C

T.H.D: <0.5% (at 10KHz Deviation)

Power Supply: DC 12~15V

Audio output: Balanced & unbalanced

LCD displays: Accumulative working time after battery
Replacement, frequency, RF input level, AF level, battery status
Muting RF level and wireless channel information.
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Specifications of the Receiver

Receiving Mode: PLL synthesized oscillation mode
Inter Frequency: First 110MHZ, second; 10.7MHz
Antenna Type: BNC type/50 Ohms

Sensitivity: 12 dBuV (80dBS/N)

Sensitivity range: 12-32 dBuV

Max audio output: +10 dBV

Spec of Transmitter: Antenna, Built

RF Output: Hi: 30mW: LO: 3mW

Operation Battery: AAx 2

English

Correct Disposal of This Product
(Waste Electrical & Electronic Equipment)

o CEMM770
(Applicable in the European Union and othor European countries with separate collection

systems)

This marking shown on the product or Its literature, indicates that It should not be disposed with other
household wastes at the end of its working life. To prevent possible harm lo the environment or human
health from uncontrolled waste disposal, please separate this from other types of wastes and recycle
it responsibly to promote the sustainable reuse of material resources.

Household users should contact either the retailer where they purchased this product, or their local
government office, for details of where and how they can take this item for environmentally safe
recycling.

Business users should contact their supplier and check the terms and conditions of the purchase
contract This product should not be mixed with other commercial wastes for disposal

Made in China for LECHPOL Zbigniew Leszek, Mietne, 1 Garwolinska Street 08-400 Garwolin.
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